Tent Breakdown Instructions
Step 3: Repeat on all four sides. Once all joints are released, allow the tent to lie on the ground with the center hub facing upwards (the lanyard attached to the hub
should be facing up) and the poles resting in a star-like
shape

Setup & Breakdown
Instructions for the
Mighty Mite Super
Set Dog Tent

Step 1: With the flat of your left hand on the upper
part of the tent pole above the joint, press down and
inwards on the pole, towards the tent fabric, thus
straightening the tent pole. This will release the tension on the connecting joint cap.

Step 2: With your thumb and index finger of your right
hand, grasp the bottom spring loaded cap and press
downward towards the ground. This will release the
top ferrule and snap open the pole joint.

Step 4: Gather each joint from each corner of the tent
and bring together so that they are facing upwards
towards your hand. Wrap fabric tie around tent fabric
in this position and place tent back in bag.
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Tent Assembly Instructions
Step 1: Take tent out of bag. Locate fabric tie
and remove. Lay tent on the ground.

Step 2: Identify the connecting joints
of each of
the tent
poles and
orient these
joints facing
upwards towards your
hand.
Step 3: Allow the joints to splay outwards in a
star-like shape towards the ground.

The tent hub should appear at the center of the
tent. It can be identified by a lanyard that should
be on top of the hub facing upwards.

Step 4: Lift the hub of the tent upwards by grabbing it
with your hand and shake out the fabric. Allow the
bottom of the tent poles and the floor of the tent to
gently brush along the ground. You will use the ground
as leverage for the next step.

Step 5: Use the flat of
your other hand just
above the upper plastic ferrule of the pole
joint. Press down
and inwards on the
pole with this hand,
towards the tent
fabric, thus straightening the pole.
When the pole is
straight, the spring
loaded joint cap
should snap into
place over the upper
plastic ferrule.

Step 6: Repeat Step 5
on each side until all
poles on each of the
tent’s four sides are
erect.

